PAVEMENT RESTORATION

EXISTING A.C.P.

/ EXISTING BASE COURSE
i )4 % 4 4 Qa4 04

22 SOOI TN ge) 5/8" MINUS TOP COURSE DEPTH TO BE MINIMUM OF 12"
YOO DT " Thiok For AL STREETS

INSTALL APWA APPROVED "BURIED CABLE” IS TAPE, MAXIMUM 1 FOOT
ABOVE CONDUIT.

STANDARD DETAIL
STREET LIGHT
CONDUIT CROSSING

BACK FILL AND BEDDING COMPACTED TO MIN. 95% AT OPTIMUM MOISTURE
CONTENT USING METHOD APPROVED BY THE ENGINEER.

UNDISTURBED SOIL.

\//>//>// /\//>// A

EINNINYNINI

ROCK FREE PIPE BEDDING. NATIVE OR IMPORT AS REQUIRED. NOT
REQUIRED FOR UTILITY COMPANY CONDUITS.
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NOTES:
1. TRENCH DEPTH SHALL PROVIDE A MINIMUM COVER OF 24" OVER TOP OF CONDUIT.
1.) G.T.E. AND P.U.D. TO BE MIN. 30" AT NON CURBED STREET CROSSINGS OR AS REQUIRED BY THE PERMIT.
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5. PERMIT REQUIRED ON ALL PROJECTS, EXCEPT CONTRACT ADMINISTERED BY THE CITY ENGINEER DEPT. AND EXCEPT AS SPECIFIED BY SOME FRANCHISES. S
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